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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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SPECIFICATION FOR 

'CONTACT' TYPE COUPLING FOR VACUUM 

AND PRESSURE SYSTEMS CONNECTION 

BETWEEN TRACTOR AND TRAILER 



1. Scope — Specifies the form and dimensions of 'contact' type coupling for vacuum and pressure 
systems connection between tractor and trailer. 

Note — Coupling for brake system shall be according to 15:9905-1981 'Specification for pneumatic coupling 
between tractor and trailer'. 

2. Dimensions 

2.1 The dimensions and general arrangements of 'contact' type coupling shall be as shown in Fig. 1, 2 
and 3. 



THIS CENTRE LINE CORRESPONDS 

WITH CENTRES OF HOLES FOR LOCKING 

BALLS SHOWN IN FIG. 2 — ^ |._32.9 + 0.12 • 




222^ 



^^^^^^^ 



-29«36 + 0»12- 



19.05 min 
TO END OF' TAPER ^""^ 

Alt dimensions in millimetres. 
FIG. 1 MALE MEMBER 



THIS CENTRE LINE CORRESPONDS WITH CENTRE 
spF LOCATING GROOVE SHOWN IN FIG. 1 
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GROOVE TO HOUSE SEAL WHICH 
WILL FIT TAPER ON MALE 
MEMBER (See FIG, 3) 



All dimensions in millimetres. 
FIG. 2 FEMALE MEMBER 
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FIG. 3 HALF SECTIONED GENERAL ARRANGEMENT OF CONTACT COUPLING 



EXPLANATORY NOTE 

In the preparation of this standard, assistance has been derived from BS AU 5 : 1963 tSpecification 
for dimensions of a 'contact' type coupling for vacuum and pressure braking systems on trailers and 
semi-trailers', issued by the British Standards Institution ( BSI ). 
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